


Speakers



Aramid Fiber – The Specialist Choice
• Virtually eliminates cone flex at high SPL, ensuring 

unmatched response
• Built to withstand the harsh automotive environment without 

degrading audio fidelity
• Professional-grade materials usually reserved for elite 

boutique brands at a price point that closes the sale



JSTW2
$59.99

JS35K
$79.99

JS40K
$89.99

JS52K
$119.99

• 2” Silk Dome Tweeter
• 15 Watts Peak
• 5 Watts RMS
• Flush or Surface Mount

• 3.5” 2-Way Design
• Aramid Fiber Cone
• 75 Watts Peak
• 25 Watts RMS
• 1/2” Silk Dome Tweeter
• 6.2oz Ferrite Magnet

• 4” 3-Way Design
• Aramid Fiber Cone
• 150 Watts Peak
• 35 Watts RMS
• 1-3/16” PEI Midrange
• 1/2” PEI Tweeter
• 8.6oz Ferrite Magnet
• Incl. 4”x6” Mounting Ring

• 5.25” 3-Way Design
• Aramid Fiber Cone
• 200 Watts Peak
• 45 Watts RMS
• 1-3/16” PEI Midrange
• 1/2” PEI Tweeter
• 10.2oz Ferrite Magnet



JS65K
$139.99

JS68K
$139.99

JS69K
$169.99

• 6.5” 3-Way Design
• Aramid Fiber Cone
• 250 Watts Peak
• 60 Watts RMS
• 1-3/8” PEI Midrange
• 9/16” PEI Tweeter
• 12.7oz Ferrite Magnet
• Includes Multi Mount Ring

• 5”x7” / 6”x8” 3-Way Design
• Aramid Fiber Cone
• 250 Watts Peak
• 60 Watts RMS
• 1-3/8” PEI Midrange
• 9/16” PEI Tweeter
• 12.7oz Ferrite Magnet

• 6”x9” 3-Way Design
• Aramid Fiber Cone
• 375 Watts Peak
• 100 Watts RMS
• 2-1/4” PEI Midrange
• 1-3/16” PEI Tweeter
• 26.8oz Ferrite Magnet



Amplifiers



Digital Precision & Thermal Efficiency
• Versatile mounting with an optimized power –to-weight ratio
• Stable performance under load, reducing “comebacks” and 

tech support
• High-efficiency digital circuitry to deliver maximum output



JAONE
$329.99

JATWO
$219.99

• 500 Watts RMS x 1 @ 4 Ohms
• 870 Watts RMS x 1 @ 2 Ohms
• 1310 Watts RMS x 1 @ 1 Ohms
• Class D Design
• High & Lo Level Inputs
• Remote Bass Knob Included

• 125 Watts RMS x 2 @ 4 Ohms
• 215 Watts RMS x 2 @ 2 Ohms
• 445 Watts RMS x 1 @ 2 Ohms
• Class D Design
• 2/4 Ohm Stable Stereo
• High & Lo Level Inputs



JAFOUR
$329.99

JAFIVE
$429.99

• 85 Watts RMS x 4  / 310 Watts RMS x 1 @ 4 Ohms
• 135 Watts RMS x 4 / 495 Watts RMS x 1 @ 2 Ohms
• Class D Design
• Adjustable High and Low-Pass Crossovers
• High & Lo Level Inputs
• Remote Bass Knob Included

• 130 Watts RMS x 4 @ 4 Ohms
• 215 Watts RMS x 4 @ 2 Ohms
• 440 Watts RMS x 2 @ 4 Ohms
• Class D Design
• Adjustable High and Low-Pass Crossovers
• High & Lo Level Inputs
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